
 
2014 Metso St3.8 Track-mounted Screener 

(s/n 77780) consisting of: 

 Feed Hopper (9.6 cu. Yd) with 14’-5” loading width 

 Hydraulic Tipping Grid with grizzly bars set at 5” spacing, grid mounted on top of feed 
hopper.  Working angle of grid adjustable from 19, 25, 30 degrees.  Maximum feed size 
to grid bars = 16”.  Radio remote for tipping of grid.  Tipping grid can be removed for 
when accepting feed from LT1213 Impact Lokotrack. 

 42” x 13’ belt conveyor under hopper with variable speed hydraulic drive. 

 42” wide Screen Feed Conveyor with hydraulic drive, rubber disc returns.  Adjustable & 
removable spreader deflector plate on discharge end. 

 Vibrating Inclined Screen 5’x18’ two-deck, can vary inclination from 19-30 degrees to 
match application, 950-1050 rpm (no wire cloth included), can operate screen in 
forward or reverse, mounted on a sub-frame. 

 Walkways along each side & rear of screen, with ladder to grade 

 Two (2) 32” wide Side Product Discharge Conveyors with hydraulic drive, cleated belt, 
disc type returns, steel beater rollers to assist keep belt clean.  Hydraulically fold for 
travel.  Discharge height up to 14’-9”. 

 48” wide under screen Rear Discharge Product Conveyor with hydraulic drive.  Conveyor 
assembly separates from screen sub frame so it can be lowered – allows easy access to 
underside of screen.  Discharge height up to 14’. 
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DES MOINES, IA 50317 

Phone: 515-964-8600 

WATS: 800-247-2400 

FAX: 515-309-0667 



For more information call Mark Bothwell at 515-681-8140, or Craig Harman at 515-681-0520  

 CAT 4.4 140 hp Diesel Power Unit, six-cylinder, turbo-charged, air-to-air after cooling, 
liquid cooled, fuel tank 

 Remote radio control of tracks 

 62,000 lbs.  Transport dimensions:  10’6” w x 11’-3” tall x 60’ long 
 
 
*Once you determine the exact wire cloth openings you need, let us know and we’ll promptly 
provide you a separate quote for the wire. 

 
 



 

 


